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Control Unit RCU-029 (Standard /

77
P Target Analyzer function* spots hazardous targets instantly! TaARGET
ANALYZER
FURUNO's new technology makes it possible to distinctly display targets closing in, Sea surface: Green  Moving targets:  Red or Pink™
while detecting and eliminating sea surface reflection and rain patches. With the Rain: Gray  Closing in targets: Pink or White™
Target Analyzer function turned on, each moving target, rain patches, and sea surface  Heading data and position data required

reflection are colored according to the degree of the hazard. This helps improve your **Colors can be selected by the setting.
safety and situational awareness by displaying different, easy to see colors.

Approaching target Grey veil echoes of
AIS display Target echo Echo Trail Rain echoes (distinguished by speed and Moving target Echo Trall Rain Echo Hatching mode
| | /]\ | direction of the ship) /r
Target Analyzer: OFF Target Analyzer: ON Other echoes
Echo Average: OFF Echo Average: ON (slowing ships, birds, buoys etc.)
Rain Echo Hatching: OFF Rain Echo Hatching: ON

p Fast Target Tracking™ (TT) to Immediately Grasp Your Surroundings

After selecting a target, it only takes a few
seconds for a speed and course vector to
be displayed. With accurate tracking
information, estimation of other vessels

course and speed is made easier. }
* Heading data and position data required.

Before selecting a target Speed and course vector



» Chart overlay on radar
presentation

By overlaying the radar presentation with
MapMedia vector charts, you can clearly
recognize coastlines and buoys at a glance.
Records of your vessel’s track points and

waypoints will help memorizing fishing spots.

North-up, Course-up, and Head-up direction
modes are available.

» Seamless Zoom and Cursor operation

» Easy Operation

Enjoy a very intuitive operation, with the use of shortcut keys and
the trackball.

» Space-saving and straightforward
installation with the display unit
built-in processor

Both Portrait and landscape are available to

fit customers’ preference.
Portrait display setting

Trackball Controller Unit
RCU-030 (Option)

» Easily Upgrade from
FR-8002/8005 Series

Utilizing the antenna of FURUNO
FR-8002/8005 series, you can easily
install this new radar FAR-1416/1426
and upgrade the radar function.

» Automatic Clutter Elimination (ACE) for unprecedented echo clarity

Quickly adjust the radar image with the
push of a single button. With ACE
activated, the system automatically
adjusts clutter reduction filters and gain
control according to sea and weather
conditions selected by the user
(calm/rough sea/hard rain). You will be free
from the trouble of adjusting the image
and be able to concentrate on

the operation of the vessel.

ACE turned-off



15" MULTI-COLOR LCD RADAR

FAR-1416/1426

SPECIFICATIONS

RF TRANSCEIVER

Frequency 9410 MHz +30 MHz, PON

Output Power FAR-1416: 12 kW, FAR-1426: 25 kW
ANTENNA

Radiator Length 4 ft (XN12A), 6 ft (XN13A)

Rotation 24 rpm (RSB-0070), 48 rpm (RSB-0073)
Beamwidth Horizontal 1.9° (XN12A), 1.4° (XN13A)
Vertical 20°
DISPLAY UNIT

Screen Size

Screen Brightness
Echo Tones

Range and Ring Interval

15-inch color LCD, 304 x 228 mm, 1024 x 768 dots (XGA),
Portrait/landscape mode available

400 cd/m? typical

32 levels

[Range (NM)[0.125]0.25[0.5]0.75] 1 | 1.5 2

[ 3]4]6]8

[Ring (NM)

[0.025]0.05[0.1[0.25]0.25]0.25[0.5[0.5] 1 |1 |2

AR

Presentation Mode

Target Tracking (TT)

AS

Echo trail True/Relative

88
*FAR-1426 only
Head-up, STAB Head-up, North-up*, Course-up*,
Stern-up*, Destination-up*, True motion*
*Heading data required.
Auto or manual acquisttion: 50 targets in 0.2-32 NM
Time of vector: 30 s to 60 minutes
Display capacity: 100 targets
Time of vector: 30 s to 60 minutes
Trail length: 0, 15/30 sec, 1 to 30 minutes or continue

PLOTTER
Projection Mercator
Usable Area 85°latitude or below
Direction Modes North-up, Head-up, Course-up, Specified direction up
Map Scale 0.125t0 1,024 NM
Memory Capacity Own ship’s track : 30,000 pts
Other ship’s track: TT 10,000 pts/50 ships
AIS 1,000 pts/100 ships
Consort ship 10,000 pts/40 ships
GPS buoy 10,000 pts/100 sets
Marks/ines 30,000 pts
Waypoint 3,500 pts
Route 200 routes with 100 waypoint each
Cartography MapMedia Vector Chart
Own Ship’s Tracking 7 colors
INTERFACE

Number of Ports on Display unit

Heading 1 port: AD-10 format or IEC61162-1

NMEA 0183 3 ports: IEC61162-1

CANbus 1 port

UsB 2 ports

Contact Closure 3 ch: Alert output (Normal open: 2 ch, Normal close: 1 ¢h)

Sub display 2 ports (Input/Output)

LAN 1 port, 100 BASE-TX

DVI-D 1 port

RGB 1 port, RGB monitor or VDR

ENVIRONMENT

Temperature Antenna unit: -25°C to +565°C (storage: +70°C or less)
Display unit: -15°C to +565°C

Waterproofing Antenna unit: IPX6

POWER SUPPLY

EQUIPMENT LIST
Standard

Option

Display/ Control unit: IP22
Remote controller: IP56

FAR-1416: 24 VDC, 5.0 Amax.
FAR-1426: 24 VDC, 5.6 A max.

. Display Unit RDP-155

. Control Unit RCU-029

. Antenna Unit RSB-0070 or RSB-0073 specify when ordering
. Antenna Cable 10/15/20/30 m specify when ordering
. Power Cable

Spare Parts & Installation Materials

Flush Mount Kit

. Trackball Controller Unit RCU-030

. Remote Controler RCU-019

AD Converter AD-100

AC/DC Power Supply Unit PR-241/PR-850A/PR-851
. Switching Hub HUB-100

LAN Cable (2/5/10 m)

. NMEA 2000 Connector

Cable Assembly

CONODNAON= ODOAWN =

Beware of similar products

Display Unit
RDP-155

Portrait (Table top) 8.5 kg 18.7 Ib
341 13.4"

216 85"

350 13.8"
334 13.1"

236 9.3"
f ]

424 16.7"
428 16.9"

1 \

e————
338 13.3"

Landscape (Table top) 8.5 kg 18.7 Ib
386 15.2"

1 311 122"

6x07

387 15.2"

426 16.8"

Portrait (Flush Mount) 8.1 kg 17.8 Ib

Landscape (Flush Mount) 8.1 kg 17.8 Ib

Cutout for mounting
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Control Unit
RCU-029 3.5kg 7.7 Ib

Trackball Controller Unit
RCU-030 0.4 kg 0.9 Ib

103 4.1"

2x06.

150 5.9"

Antenna Unit

XN12A 25 kg 55.1Ib
XN13A 27 kg 59.5Ib

445 175"

.5

Fixing Holes

542 21.3"

(1]
4xR15
205 | 205
Nima

XN12A: 1255 49.4"
‘ XN13A: 1795 70.7" ‘

Hj F@@m@

250 9.8"

250 9.8"
" 340 13.4"
Interconnection
Diagram [ cremmoron ] ANTENNA
RSB-0070(24 rpm)
RSB-0073 (48 rpm)
Cable
RW-00224 (12 kW, RTR-086A)
RW-00225 (25 kW, RTR-087A)
10/15/20/30 m External
monitor
RGB/DVI-D (XGA)
Display Unit GPS
Trackball trol Unit X
rackbal Coggbilég'o RDP-155 NMEA 0183 Satellite Compass
CANbus AIS Receiver
‘ IC T | NMEA 0183 Heading Sensor
B a8 on
Soceaae MAX:16 m
E05 0[]
5% B 54

uUsB
Device

Control Unit RCU-029

AC/DC Power Supply
PR-241
PR-850A/851

PR-241 : AC100-230 V/

L]
24VDC

PR-850A: AC100/110/120/200/220/240 V

PR-851 : AC100-240 V

AMS (Contact)*!

*1 Characteristic of contact output for AMS
(Alert Management System)
*(Load Current) 250 mA
«(Polarity) Normally open: 2 ports,
Normally close: 2 ports

— Option or compatible device

All brand and product names are registered trademarks,
trademarks or service marks of their respective holders.

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE

FURUNO ELECTRIC CO.,, LTD.

www.furuno.com

F-2607LB
Catalogue No. CA000002881



